
Tangential Flow Filters compatible with the KMPi TFF System 

MiniKros® Filters for Pilot Scale Volumes 

Processing Volumes: 
Connections: 
Effective Lengths: 
Surface Areas: 

5 to 50 L 
1 1/2" TC x 3/4" TC 
20, 41.5 and 65 em 
1,550 cm2 to 8,500 cm2 

KrosFio® Filters for Production Scale Volumes 

Processing Volumes: 10 -100 L 
Connections: 3" TC x 1 1/2" TC 
Effective Lengths: 20, 41.5 and 65 em 
Surface Areas: 7,850 cm2 to 4.1 m2 

change to 
KrosFio® 

TFF Systems 
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KMPi TFF System 
KrosFio® MiniKros® Pilot i 



Fully Integrated and Easy-to-Use 

• Digitally controlled peristaltic pump 

• Automated for precise and reproducible tangential flow filtration 

Digital Pressure Monitor and Transducers 

• Measure and display 4 pressures 

• 5 user defined pressure alarm set-points with auto-shutoff option 

• 3 sterile single-use pressure transducers 
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KF Comm Data Collection Software 
• Records 8 real-time operating parameters 

• Calculates 9 processing parameters 

• Automatically graphs data in an Excel® based software 

Automatic Backpressure Valve 

• Controls TMP or user defined permeate back pressure 

• Reduces the chance of membrane fouling by 
maintaining a uniform TMP 

• Reduces operator process management time 

• Decreases TFF processing time 
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KrosFio Permeate Scale 
Automates the calculation of permeate flow rate 
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